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Class F10 0-6-0: converted from Class F7. See pages 134, 136.

Class F11 0-6-0: 21x28-51-190-163500-39100. CNR Class O-19-a.

(a)1824
(2)1825
(1) 1826
(a)1827
(a)1828

Class F12 0-8-0: 26x30-56-180-242750-55408 (1885-1

1890
1891
1892
1893
1894
1895
1896
1897

GT
GT
GT
GT
GT

8200
8201
8202
8203
8204
8205
8206
8207

7527
7528
7529
7530
7531

Re’57

8430

8431
8432
8433
8434

Builder
Alco-S
Alco-S
Alco-S
Alco-S
Alco-S

Can.
Can.
Can.
Can.
Can.
Can.
Can.
Can.

C/N

61298
61299
61300
61301
61302

1653
1654
1655
1656
1657
1658
1659
1660

Date Disp.

6/19 So 11/59(b)
6/19 So 9/59(b)
6/19 Sc 11/61

6/19 So 11/59(b)
6/19 So 11/59(b)

8/20 Sc 7/55
8/20 Sc 7/61
8/20 Sc 10/55
8/20 Sc 8/55
8/20 Sc 8/61
8/20 SS 5/60
8/20 SS 5/60
8/20 SS 5/60

1744
1745
1746
1747
1748

1898
1899

1885
1886
1887
1888
1889

GTW
GTW
GTW
GTW
GTW

889 wt. 246,900).

8208
8209

8210
8211
8212
8213
8214

Class F13 0-6-0: 22x26-56-190-175900-36291. CNR Class 0-18-c.

1829 7499
1830 7500
1831 7501
1832 7502
1833 7503
CLASS G — ST.

GTR
GTR
GTR
GTR
GTR

1563
1564
1565
1566
1567

22 S¢ 6/61
22 Sc 4/54
’22 Sc¢ 1/59
’22 Sc 8/61
22 Se 1/59

1834
1835
1836
1837
1838

. CLAIR TUNNEL CO. 0-10-0 & ELECTRICS

Class G 0-10-0T:

StCTCo.
598
599
600
601

Class G1 0-6-0 (C) Electric: 675 h.p. - 128900. CNR Class Z-2-a.

Note a
Note b

Re’98 Re’l0 Re’23
1301 2650
1302 2651
1303 2652
1304 2653

1305 2655 9155
1306 2656 9154
1307 2657 9153
1308 2658 9152
1309 2659 9151
1310 2660 9150

155
154
153
152
151
150

— 1824-1828 built as GTR 801-805.

— 7527,7530, 7531 to Buffalo Sash Co.; 7524, 7528 to Louisiana Eastern Railroad.

Builder

BLW.
BLW.
BLW.
BLW.

BLW-West.
BLW-West.
BLW-West.
BLW-West.
BLW-West.
BLW-West.
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7504
7505
7506
7507
7508

22x28-50%4-165-173100-37637. “‘Decaped” type.

C/N

11586
11589
11590
11595

29993
31823
31870
31924
31871
32851

1522
7523
7524
7525
7526

Builder C/N

Alco-C
Alco-C
Alco-C
Alco-C
Alco-C

60187
60188
60189
60190
60191

CNR Class P-4-a, b.

Re’57
8435
8436

8437
8438
8439
8440

Date
2/91
2/91
2/91
2/91

1/07
9/07
10/07
10/07
10/07
7/08

Can.
Can.

GTR
GTR
GTR
GTR
GTR

1661
1662

1573
1574
1575
1576
1577

1568
1569
1570
1571
1572

Date

2/19
2/19
2/19
2/19
2/19

8/20
8/20

’23
23
23
23
23

[SESESES N

[N S S SN

Disp.

SS
SS
So
Sc
Sc

Sc
Sc

Sc
Sc
Sc
Sc
Sc

3/60
3/60
6/59(b)
)57
8/55

4/61
12/61

8/61
8/61
8/61
11/61
3/55

2/60

c 11/61

3/56
8/61
3/55

5/20
5/20
1/16

¢ 8/20



144!

No. 1744, lettered for the USRA and GTW, awaits shipment from Alco’s Cooke plant in 1919.
While there was nothing exceptional about Class F11 engines such as 1744, those in Class F12 such
as No. 1893 were enormous, 242,750 pounds; note also the Young valve gear. (G.M. Sittig, top)
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No. 1304 was a Class G 0-10-0, delivered from Baldwin in 1891 and retained for
service long after wires were strung through the St. Clair Tunnel between Sarnia
and Pt. Huron. (University of Michigan)

—_—

wwe 1308 1)

TUNNEL Cr.

StCTCo. Class G1 electrics 1308 and 1307, built by Baldwin-Westinghouse, team
up on a passenger train, probably in late 1907 when brand new.
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Railroad History

CLASS H 4-4-0 WITH 18-INCH CYLINDERS

Class H 4-4-0: 18x26-7414-140-98981-13433 (see Note a). CNR Class B-18-a.

GTR Re’98 Re 10/99 Re’04 Re’l0 Re’23  Builder C/N

(CNR)
298 571 590 458 2329 — (Rhode Is.
299 572 591 459 2330 — (Rhode Is.
(ex 320) 302 573 592 - - — (Rhode Is.
(ex 313)303 574 593 460 2331 - (Rhode Is.
92 575 594 461 2332 312 GTR 1065
93 576 595 462 2333 313 GTR 1066

Class H1 4-4-0: 18x24-69-200-121688-19158 (original wt. 122,696).

(see 686) 527 571 443 1909 314 Rblt

(see 687) 528 572 444 1910 315 Rblt
573 445 1911 316 GTR 1301
574 446 1912 317 GTR 1302
575 447 1913 == GTR 1303
576 448 1914 318 GTR 1304
577 449 1915 319 GTR 1305
578 450 1916 320 GTR 1306
579 451 1917 321 GTR 1307
580 452 1918 322 GTR 1308
581 453 1919 323 GTR 1309
582 454 - - GTR 1310

Class H2 4-4-0: 18x24-73-160-103600-14487. CNR Class B-11-a.

Re’98 Re’10  Re’23  Builder C/N
(GTW)
C&GT 57 1071 GTW 2242 255 Rhode Is. 1209
C&GT 58 1069 GTW 2179 253 Rhode Is. 1210
C&GT 59 1072 GTW 2243 256 Rhode Is. 1211
C&GT 60 1073 GTW 2244 257 Rhode Is. 1212
C&GT 61 1074 GTW 2245 258 Rhode Is. 1213
C&GT 62 1075 GTW 2246 259 Rhode Is. 1214
C&GT 63 1076 GTW 2247 260 Rhode Is. 1215
C&GT 64 1077 ex GTW 2248 261 Rhode Is. 1216
C&GT 65 1078 ex GTW 2249 262 Rhode Is. 1217
C&GT 66 1070 GTW 2241 254 Rhode Is. 1218

Date

9/74)
9/74)
9/74)
9/74)
9/81
11/81

CNR Class B-26-a.

98
98
99
99
99
’99
99
’99
’99
’99
99
99

9/82
9/82
9/82
9/82
9/82
9/82
9/82
9/82
9/82
9/82

Disposition
Rblt 12/80 (see page 161) Sc 5/13
Rblt 12/80 (see page 161) Sc 2/17
Rblt 1/81 (see page 161) Sc 9/04
Rblt 1/81 (see page 161) Sc 4/11
(150 b.p.- 14,393 t.f) Sc 8/28
(69-150-15566) Sc 7/28
RbIt
5/06 (Note b) Sc 12/25
11/08 (Note b) Sc 4/26
5/06 Sc 10/27
1/06 Sc 11/25
8/06 Sc 12/12
? Sc 4/27
7/08 Sc 7/27
6/09 Sc 9/27
12/06 (74%-17714) Sc 4/27
11/06 Sc 6/27
? Sc 4/27
3/07 So 6/07 (d)
Disposition
Sc 3/27
12/97 (Note c) Sc 3/27
Sc 4/28
Sc 4/28
Sc 12/30
Sc 11/27
Sc 4/27
later 150-13581 Sc 7/27
Sc 7/27
12/97 (Note c) Sc 9/27

Notea — 298,299,302, 303 rebuilt from 17x24-68: 92, 93 originally 18x26-78, later 73% inch and 74% inch. Wt. 106,680.

Noteb — 527, 528 originally 18x24-62-115136.
Notec — 1069, 1070 rebuilt 12/97 to 17x24-12922, later 18x24-14487.
Noted — 454 became Grand Trunk Pacific 50, re *23 to CNR 324,Sc 11/38.
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GTR 302, photographed in 1881 (in primer to highlight the details), was rebuilt
in company shops from an 1874 engine from Rhode Island. (CN Photo Archives)

GTR 445, a fine example of a company-built Class H1, and C&GT 57—later
GTW 2242, Class H2—both were scrapped by the CN in 1927. (CN Photo
Archives, top; H.K. Vollrath Collection, bottom)
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Railroad History

Class H2 4-4-0: 18x24-63-150-90300-15737. CNR Class A-15-a.

Class H2 4-4-0: 18x24-69-160-98166-15327. CNR Class B-12-a and A-15-c.

C&GT
C&GT
C&GT
C&GT
C&GT
C&GT
C&GT
C&GT
C&GT
C&GT
MD

MD

MD

C&GT
C&GT

Class H2 4-4-0: 18x24-69-180-100000-17242. For Canada Atlantic. CNR Class B-16-a.

C&GT Re’98
1 1079
2 1080
3 1081
4 1082
5 1083
6 1084
7 1085
8 1086
9 1087

10 1088
I 1089
121090
131091
14 1092
15 1093
16 1094
17 1095
18 1096
19 1097
20 1098
21 1099
22 1100
23 1101
24 1102
25 1103

27
26
28
30
31
32
128
123
124
68
494
495
496
70
98

(V&PL)

Note a
Note b

1104
1105
1106
1107
1108
1109
1110
1111
1112
119

558

559

560
1130
1199

CAR

20
21

22

23

30

Re’04

1061
1062
1063

Re’98
621
622
623
624
625

Re’l0
2250
2251
2252
2253
2254
2255
2256
2257
2258
2259
2260
2261
2262
2263
2264
2265
2266
2267
2268
2269
2270
2271
2272
2273
2274

2281
2282
2283
2284
2285
2286
2287
2288
2289
2290
2291
2292
2293
2294
2295

Re’05
1324
1325
1326
1327
1328

2281 weight 90,300.
— C&GT 98 built as 12 & 20x24 Vauclain Compound.

GTW

GTW

GTW
GTW
GTW
GTW
GTW
GTW
GTW
GTW
GTW
GTW

DGH&M
DGH&M
DGH&M

GTW
GTW

Re’23 (GTW) Builder

- Hinkley
142 Hinkley
(143) Hinkley
(144) Hinkley
145 Hinkley
- Hinkley
- Hinkley
- Hinkley
146 Hinkley
147 Hinkley
148 Hinkley
- Hinkley
- Hinkley
149 Hinkley
- Hinkley
150 Hinkley
- Hinkley
- Hinkley
151 Hinkley
152 Hinkley
- Hinkley
- Hinkley
153 Hinkley
154 Hinkley
155 Hinkley

- C&GT
= C&GT
59(B-12-a) C&GT
- C&GT
- C&GT

263(A-15¢) C&GT

1

- C&GT
60(B-12-a) C&GT
C&GT

264(A-15¢c) C&GT

- C&GT

265(A-15-c) C&GT
266(A-15-c) C&GT
267(A-15-¢c) C&GT
268(A-15-c) C&GT

Re’l3  Re’23 (CNR) Builder
2233 304 BLW.
2234 305 BLW.
2235 306 BLW.
2236 307 BLW.
2237 308 BLW.
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C/N

1622
1623
1624
1625
1626
1627
1628
1629
1630
1631
1632
1633
1634
1635
1636
1637
1638
1639
1640
1641
1642
1643
1644
1645
1646

C/N

13700
13699
13991
13992
14296

9/83
9/83
9/83
9/83
9/83
9/83
9/83
9/83
9/83
10/83
10/83
10/83
10/83
10/83
10/83
10/83
10/83
10/83
10/83
10/83
10/83
11/83
11/83
11/83
11/83

’85
'88
’88
’88
'88
'88
’88
’89
’89
90
90
90
91
91
’92

Date

8/93
8/93
4/94
4/94
4/95

(135b.p.-14,163 t.f.)
(135b.p.-14,163 t.f.)

(a)

(b)

(63-140-14681)
(69-160-15327)
(63-140-14681)
(69-160-15327)
(69-150-14368)
(69-160-15327)
(63-160-16786)
(63-160-16786)
(63-160-16786)
(69-160-15327)
(69-160-15327)
(69-160-15327)
(69-160-15327)
(69-165-15806)
(69-165-15806)

Disposition
So 12/19
Sc 11/23
Sc 5/23
Sc 4/23
Sc 5/27
Sc 1/20
Sc 8/20
Sc 2/23
Sc 4/26
Sc 8/25
Sc 7/26
Sc 1/20
So12/19
Sc 3/27
So 12/19
Sc 9/25
Sc 2/23
So 12/19
Sc 4/26
Sc 8/26
Sc 8/20
Sc 5/20
Sc 10/25
Sc 3/24
Sc 6/25

Sc 11/22
Sc 5/20
Sc 8/23
So12/19
Sc 1/20
Sc 5/25
Sc 1/20
Sc 5/27
So12/19
Sc 11/27
Sc 1/21
Sc 4/27
Sc 9/26
Sc 7/26
Sc 10/27

Disposition
Sc 7/25
Sc 6/25
Sc 7/25
Sc 11/25
Sc 7/25




4!

GTR 1098, Class H2, was built for the C&GT by Hinkley in 1883, later became
GTW 2269. GTR 2290, built by the C&GT in 1890, was a Class H2 with 69-inch
drivers—Pontiac in 1923. (CN Photo Archives, top; McQuinn Photo, bottom)
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Railroad History

Class H2 4;4—0: 18x24-63-160-98166-16786. CNR Class A-15-b and c.

(C&GT) Re’98 Re'l0 Re’23 (GTW) Builder C/N Date Disposition
125 113 2275 GTW 156 Hinkley 1798 ’89 Sc 6/23
126 1114 2276 GTW — Hinkley 1799 ’89 Sc 2/23
127 1115 2277 GTW (157) Hinkley 1800 ’89 Sc 5/23
129 116 2278 GTW 158 Hinkley 1801 '89 Sc 5/25
130 1117 2279 GTW — Hinkley 1802 ’89 Sc 1/20
131 1118 2280 GTW - Hinkley 1803 '89 Sc 12/19
132 1120 2297 GTW 1ol Brooks 1619 2/90 Sc 3/27
133 1121 2298 GTW 162 Brooks 1620 2/90 Sc 6/26
134 1122 2299 GTW Brooks 1621 2/90 Sc 12/22
13 1123 2300 GTW - Brooks 1622  2/90 Sc 5/20
136 1124 2301 GTW - Brooks 1623 2/90 Sc 1/20
137 1125 2302 GTW 163 Brooks 1624 2/90 Sc 8/23
138 1126 2303 GTW 164 Brooks 1625 2/90 Sc 9/25
139 1127 2304 GTW 165 Brooks 1626 2/90 Sc 6/26
140 1128 2305 GTW Brooks 1627  2/90 (68 inch) Sc 8/22
141 1129 2306 GTW Brooks 1628  2/90 (68 inch) Sc 1/21
142 1131 2307 GTW Rogers 4451 1/91 Sc 8/20
143 1132 2308 GTW Rogers 4452 1/91 Sc 1/20
144 1133 2309 GTW Rogers 4453 1/91 Sc 1/20
145 1134 2310 GTW Rogers 4454 1/91 Sc 9/18
146 1135 2311 GTW 166 Rogers 4459  2/91 Sc 8/23
147 1136 2312 GTW Rogers 4460  2/91 Sc 8/20
148 1137 2313 GTW Rogers 4461 2/91 Sc 12/20
149 1138 2314 GTW Rogers 4462 2/91 Sc 1/20
150 1139 2315 GTW  (167) Rogers 4468  2/91 Sc 5/23
151 1140 2316 GTW Rogers 4469  2/91 Sc 8/20

Class H3 4-4-0: 18x24-63-185-126820-19409 (see Note a). CNR Class A-16-a.

154 1141 2317 GTW 168 Cooke 2281 7/93 So 8/23(b)
155 1142 2318 GTW Cooke 2282  7/93 Sc 5/20
156 1143 2319 GTW  (169) Cooke 2283 7/93 Sc 4/23
157 1144 2320 GTW  (170) Cooke 2284 7/93 Sc 5/23
158 1145 2321 171 Cooke 2285 7/93 Sc 11/23
159 1146 2322 GTW Cooke 2286 7/93 Sc 2/23
160 1147 2323 GTW Cooke 2287 8/93 So 12/19
16l 1148 2324 GTW Cooke 2288  8/93 Sc11/22
162 1149 2325 GTW Cooke 2289 9/93 Sc 12/22
163 1150 2326 Cooke 2290 9/93 So12/19
164 151 2327 GTW 172 Cooke 2291  9/93 Sc 8/23
165 1152 2328 GTW Cooke 2292 9/93 Sc 11422
103 1153 2296 GTW C&GT 96 (wt. 119,300) Sc 1/20

Notea — C&GT 154-165 built with 73-inch drivers.
Note b — CNR 168 to Lennore & Mcllvenna.
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C&GT 132, posed at the Brooks plant in 1890, later became GTW 2297, Class
H2; GTR 2323, Class H3, was built by Cooke for the C&GT in 1893. (Alco
Historic Photos, top; University of Michigan, bottom)




Railroad History

Class H4 4-4-0: 18x24-69-150-102424-14368. CNR Class B-14-a.
GTR Re’98 Re’04 Re’l0 Re’23  Builder C/N Date

(CNR)
235 540 415 2197 270 GTR 1110 10/82
236 541 416 2198 271 GIR 111 10/82
237 s42 417 2199 272 GIR 1112 11/82
38 - - - - GIR 1113 11/82
239 543 418 2200 273 GTR 114 11/82
240 544 419 2201 274  GIR 1115 12/82
241 545 420 2202 275 GIR 1116 12/82
242 546 421 2203 276 GIR 1117 12/82
43 547 422 2211 284  GIR 1118 1/83
244 548 423 2212 285  GIR 119 2/83
o4 - _ - - GIR 1130, 8/83
95 533 408 2204 277  GIR 1131 8/83
96 s34 409 2205 278  GTR 1132 9/83
97 535 410 2206 279 GIR 1133 9/83
98 - - - % G 1134 9/83
99 536 411 2207 280 GTR 1135 10/83
100 - - - - GIR 1136 10/83
10l 537 412 2208 281  GTR 1137 10/83
233 538 413 2209 282  GIR 1138 11/83
234 539 414 2210 283 GIR 1139 12/83

Class H4 4-4-0: 18x24-745-150-101304-13286 (see Note b).

Re’98 Re11/99 Re’04 Re’l0 Re’23  Builder
(CNR)
728 581 597 455 - - Hamilton
729 582 598 456 - - Hamilton
730 583 599 457 2213 - Hamilton

(a)
(a)
(a)
(a)
(a)
(a)
(a)
(a)

C/N Date

10/87
7/88
8/88

Class H5 4-4-0: 18x24-74'4-180-109004-15943 (see Note c). CNR Class B-15-a.

Re’98 Re'04 Re’l0 Re’23  Builder C/N Date

(CNR)
82 553 424 2214 286 GTR 1274 6/93
83 554 425 2215 287 GTR 1275 6/93
84 555 426 2216 288 GTR 1276 6/93
85 556 427 2217 289 GTR 1277 6/93
86 557 428 2218 290 GTR 1278 6/93

Class H6 4-4-0: 18x24-69-180-109000-17242. CNR Class B-17-a.
CAR 24(d) 628 1331 2240 311 (Schen. 4437 2/96

Class H7 4-4-0: 18x24-69-180-106000-17242. CNR Class B-16-b.

CAR 25 626 1329 2238 309 BLW. 15067 10/96
CAR 26 627 1330 2239 310 BLW. 15068 10/96

(69"-17242 t.f))
(69"-17242 t.f.) (¢)
(69"-17242 t.f.)

Notea — 94-101 converted 1887-1890 from 60-inch drivers. 2205-2208 had 165 b.p. - 15806 t.f.
Note b — Built as GWR Empress, Princess, Duchess. Converted 1898-1899 from 19x24-73%.
Note ¢ — 2217 reclassified H-11 when superheated. 82-86 originally 61%-inch drivers.

Note d — Built as StLawrence & Adirondack 1. Acquired '97 by Canada Atlantic. Had 67-inch drivers, 17757 t.f:
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Disposition

Sc 9/25

Sc 8/32

Sc 6/25

Rblt 96 See H8
Sc 6/26

Sc 5/26

Sc 4/26

Sc 9/25

Sc 7/25

So 1/27 Dussault
Rblt 97 See H8
Sc¢ 9/23

Sc 2/25

Sc 2/25

Rblt  ’96 See H8
Sc 6/27

Rblt  '97 See H8
Sc 9/23

Sc  12/27

Sc 1224
Disposition

Sc 11/06

Sc 9/09

Sc 5/18
Disposition

Sc 12/25

Sc 1224

Sc 4/27

Sc 7/32

Sc 7/26

Sc 8/25

Sc 7/25

Sc 11/25
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GTR 730, Dutchess, is said to have been started in the Great Western’s Hamilton
shops before 1882, though it was not completed until 1888, when this photo
was taken at Niagara Falls. (K.E. Schlachter)

GTR 554, built in 1893, later became No. 2215, Class HS. (CN Photo Archives)
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Railroad History

Class H8 4-4-0: 18x24-69-80-106904-17242. CNR Class B-15-b.

GTR Re98 Re’'04 Re’l0  Re’23
(CNR)

561 433 2223 295

562 434 2224 296

563 435 2225 297

564 436 2226 298

Class H8 4-4-0: 18x24-744-180-109760-15943. CNR Class B-15-b (2219-2222) and B-15-c.

731 550 430 2220 292
732 551 431 2221 293
733 552 432 2222 294
695 565 437 2227 299
696 549 429 2219 291
697 566 438 2228 300
698 567 439 2229 -
699 568 440 2230 301
700 569 441 2231 302
701 570 442 2232 303

Class H9 4-4-0: 18x24-69-140-87000-13411 (see page 72, Note a).

Re’82
GWR 2197 758 521 402 2194 269
GWR 221 759 522 403 - -

Class H9 4-4-0: 17x24-63-150-92680-14037 (originally 18x24-15737). CNR Class A-12-a.

Re’88

N&NW 81 684 525 406 2070 ==
N&NW 82 685 526 398 2068 -
N&NW 83 686 - - =
N&NW 84 687 - = -
N&NW 85 688 529 399 2069 130
N&NW 86 689 530 407 2073 131
N&NW 87 690 531 400 2071 —
N&NW 88 691 532 401 2072 -
N&NW 73 682 523 404 2195 132
N&NW 74 683 524 405 2196

Class H11 4-4-0: converted from Class HS. See page 152.

CLASS J 4-4-0 WITH 17x24-INCH CYLINDERS

Class J 4-4-0: 17x24-63-140-75000-13101.

re

N&NW 61 670 671 379 215 2184
N&NW 62 671 - - .
N&NW 63 672 304 212 2181
N&NW 64 673 380 = =
N&NW 65 674 291 211 2180
N&NW - 66 675 381 216 2185
N&NW 67 676 382 217 2186
N&NW 68 677 311 213 2182
N&NW 69 678 383 218 2187
N&NW 70 679 384 219 2188
N&NW 71 680 312 214 2183
N&NW 72 681 385 220 2189
Notea — 2072 to R.T. Gilman.

Note b — 69-180-109004-17242.
Notec — 74%-185-109004-16386.
Noted — 69-185-109004-17722.

Builder C/N Date  New Disposition
Boiler
Rblt 97 Sc 7/25
Rblt 96 Sc  10/25
Rblt 97 Sc 10/25
Rblt 96 Sc 10/25
GTR 1209 11/90 (b) Sc 2/35
GTR 1210 11/90 04 (c) Sc 5/26
GTR 1211 11/90 04 (d) Sc 5/29
GTR 1212 11/90 - (e) Sc 9/25
GTR 1213 11/90 04 (d) Se 12/27
GTR 1214 12/90 97 (f) Sc 9/25
GTR 1215 12/90 — (f) Sc 4/11
GTR 1216 12/90 04 (g) Sc 5/28
GTR 1217 12/90 97 (e) Sc 1/25
GTR 1218 12/90 97 (f) Sc 5/28
CNR Class B-13-a.

Can. 231 2/83 Sc  10/29
Can. 232 2/83 Sc 9/08
Can. 310 86 Sc 6/16
Can. 311 '86 Sc 6/19
Can. 312 86 Rblt
Can. 313 86 Rblt
Can. 314’86 Sc 2/25
Can. 315 87 Sc 3/25
Can. 316 87 (69"-12816 t.f.)  Sc 9/19
Can. 317 87 (697-12816 t.f.)  So
Can. 333 2/88 Sc 8/25
Can. 334 2/88 (135 b.p.-12638 t.f.) Sc 5/18
Brooks 551 6/81 Sc 5/18
Brooks 552 6/81 Wr 8/93
Brooks 553 6/81 94 Sc 11/17
Brooks 555 7/81 - Se  11/02
Brooks 556 7/81 1/95 (145 b.p.-13569 t.f.) Sc 9/13
Brooks 557 7/81 06 Sc 8/18
Brooks 558 7/81 Sc 6/15
Brooks 560 7/81 93 Sc 5/18
Brooks 561 7/81 Sc 7/18
Brooks 563 7/81 Sc 5/18
Brooks 564 7/81 93 Sc 6/15
Brooks 565 7/81 Sc 5/14

Notee — 69-180-109760-17242 Belpaire F.B.

Note f  — 74%-180-109760-15943 Belpaire F.B.

Noteg — 74%-185-109760-16386 Belpaire F.B.
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98 See H1
98 See H1

8/19 (a)




